Always keep the airsoft gun in "SAFE" position until you are ready to
shoot.
The safety is located on the top of the pistol grip of the stock, behind the
trigger. The safety is a two position push through “cross-bolt” type that
locks the trigger. When the safety is protruding all the way from the right
side of the gun and a white dot is visible, it is in the “safe” position and
the trigger is locked in place.
When the safety is protruding all the way from the left side of the gun
and a red dot is visible, it is in the “fire” position and the trigger can be
moved.
Inserting: Take the magazine at its lower half – little finger lies underneath the magazine bottom- and slide it into the magazine well, until it
audibly engages . Check the engagement again by pulling on the
magazine.
Removing: Grab the magazine with your hand so, that the thumb can
press the magazine catch to release the magazine

To fire your gun when a cartridge is loaded in the chamber, move the
safety all the way left into the “fire” position and pull the trigger. To fire
another shot, release the trigger and then pull it again. When the last
round has been fired, the bolt carrier will remain locked open in the
rearward position.
The trigger mechanism is designed for semiautomatic or full automatic
fire, just controlled by the trigger.
Semi Auto - Pull the trigger 4mm
Full Auto - Pull the trigger to 7mm

Taking off the barrel-housing group: With the right hand grasp the pistol
grip, rest the weapon with the butt plate on your right hip. Place left
hand on the front position of the receiver and press slightly against hip
to release pressure of the housing lock.
Now place right hand underneath the butt so, that you are able to pull
out the housing lock until to the stop.

Retract the cocking slide knob and secure it in the rearward position.

Point the gun down and pull out completely the barrel housing group
from the butt.

Lock it in the rear position by turning it clockwise and allowing it to rest
on the indentation on the receiver

Barrel removal by holding the rifle in the right hand by its pistol grip, rest
the butt plate of the rifle against the hip. Retract the cocking slide knob
and secure it in the rearward position. Grasp the barrel grip with the left
hand and use the left thumb to press the barrel locking latch down.
Rotate the barrel clockwise to disengage it from the receiver assembly
and then pull it outwards to remove it

Adjust the hop up system by turning it counter clockwise to increase
and clockwise to decrease

Remove the screw from the gear box support cover.

Hold the stock with your left hand and pull the butt plate off of the stock
with your right hand
Pull out the gun connector and connect to the battery
Install the battery pack, wire and connector completely inside the stock
Install the butt plate

Easy power up - V2 HYBRID gear box equipped with unique design
quick change spring mechanism. End user can power up the gun
without disassembly the gear box.

